FLOODED, UNPAVED ROADS.
PENNY-PINCHING ACCOUNTANTS.

MINOR OBSTACLES.
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SPECIFICATIONS & PERFORMANCE DaTta

Curb Weight (Note 1):

2-Passenger 4-Passenger 4-Passenger
Hard Top Hard Top Wagon

Standard Metric Standard Metric Standard Metric

Diesel: 10,300 / 20,800 GYWR 6,290 Ibs, | 2,853 kgs, | 6,690 Ibs. | 3.034 kgs, | 6,840 bs, 13,102 kes. |
12,100 GVWR 6,550 Ibs. | 2,971 kgs. | 6,950 Ibs. | 3,152 kgs. | 6,950 bs. [3,152 kgs.
Turbo Diesel: 10,300 / 10,800 GVWR 6,360 Ibs. | 2,884 kgs. | 6,760 Ibs. | 3,066 kegs. | 6,910 Ibs. [ 3,134 kgs. |
12,100 GVWR 8,620 Ibs. | 3,002 kgs. | 7,020 Ibs. | 3,184 kgs. | 7,170 Ibs. | 3,252 kgs.
Payload {Notes 1 & 2):
Diesel: 10,300 GYWR 4,010 Ibs. | 1,819 kgs, | 3,610 1bs. | 1,637 kgs. | 3,460 [bs. | 1,569 kgs.
10,800 GVWR 4,510 Ibs. | 2,045 kgs. | 4,210 1bs. | 1,864 kgs. | 3,960 Ibs. (1,796 kgs.
12,100 GVWR 5,550 Ibs. | 2,517 kgs. | 5,150 Ibs. | 2,336 kgs. | 5.000 ths. | 2,268 kgs. |
Turbo Diesel: 10,300 GVWR 3,940 Ibs. | 1,787 kgs. | 3,640 Ibs. | 1,605 kgs. | 3,390 Ibs. | 1,537 kgs.
10,800 GVWR 4,440 Ibs. | 2,014 kgs. | 4,040 Ibs. | 1,832 kgs. | 3,890 ths. 1,764 kgs. |
12,100 GVWR 5,480 Ibs. 12,485 kgs. | 5,080 Ibs. | 2,304 kgs. | 4,830 ths. | 2,236 kgs. |
Gross Axle Weight Rating:
Front: 10,300 / 10,800 GVWR 4,100 Ibs. 11,859 kgs. | 4,200 Ibs. | 1,859 kgs. | 4,100 Ibs. |1,859 kgs.|
12,100 GVWR 4,400 Ibs. }1,995 kgs. | 4,400 lbs. | 1,995 kgs. | 4,400 [bs. | 1,995 kgs.
Rear: 10,200 / 16,800 GVWR 6,800 Ibs. | 3,084 kgs. | 6,800 Ibs. | 3,084 kgs. | 6,800 Ibs. | 3,084 kas. |
12,100 GVWWR 7.700 bs, | 3,492 kgs, | 7,700 Ibs, | 3,492 kgs. | 7,700 Ibs. | 3,492 kes, |
Maximum Towed Load (Note 3):
Diesel: 10,300 / 10,800 GVWR 8.510 Ibs. | 3,869 kgs. | 8,110 (bs. | 3.678 kgs. | 7,960 Ibs. | 3.610 kgs. |
12,100 GVWWR 8,250 bs. | 3,741 kgs.-] 7,850 Ibs. | 3,580 kgs. |. 7,700 Ibs. | 3,492 kgs.
‘Turbo Diesel: 10,300 / 10,800 GVWR 8,440 bs. | 3,828 kgs. | 8.040 Ibs, | 3.646 kes. | 7.890 Ibs. | 3.578 kes. |
12,200 GVYWR 8,180 Ivs. | 3,710 kgs. | 7,780 Ibs. | 3,628 kgs. | 7.630 Ibs. | 3,460 kgs.
Length (Note 1) 184.5 in. | 4,686 mm 184.5in. | 4,686 mm | 184.5in. | 4,686 mm
Maximum Height: 75 in. 1,905 mm 75 in. 1,905 mm 75 in. 1,905 mm
Width (Without Mirror): 86.5In. | 2157 mm 86.5in. | 2,297 jam 86.51n. | 2,297 mm
Ground Clearance: 16 in. 406 mm 16 In. 406 mm 16 In, 406 mm
Wheelbase; 130 in. | 3,302 mm 1301n. | 3,302 am 1301. | 3,302 mm
Track Width: 71610, | 1,819 mm 71.6in. | 1,819 mm 71.6In. | 1.819 mm
Grade Capability: 60% B0% 50% 60% 60% 60%
Side-Slope Capabiiity: 40% 40% 40% 40% 40% 40%
Approach Angle;
Without Winch: 72°* Firsd 72° 72° 72° 72°
With Winch: A7 47° 47° a7 a7° a7°
Departure Angle: 37.5° 37.5° 37.5° 37.5° 37.5° 37.5°
Rupflat Capability: ’ '
{At 30 mph}) {Note 4): 20 miles | 32.2km 20 miles | 32.2km 20 mifes | 322 km
Tuming Radius: 26.5 ft. 81lm '| 2651 8.1m 2684t 81m

CoOMPONENTS & FEATURES

Diesel Englne
Type: VB, 6.5L Diesel Fuel injection

Horsepower: (@ 3,400 rpm}: 170 hp {127 kW)
Torque: {@ 1,700 rpm): 290 [b.ft. {393 Nm)

Governar Type: Mechanical
Displacement: 396 cu. in. (6.51)

Bore and Stroke: 4.06 x 3.82 in, {10.3 x 9.7 cm)

Compression Ratio: 21.5:1

Maximum Speed: 83 mph (134 kph)
Typical Accel.: (O to 80 mph) 19.5 sec,
Fording Depth: 30 in. (76.2 cm)

Fuel Capacity:
Transmisslon:

Turbo Diesel Engine
Type: V8, 6.5L Diesel Turbocharged, Electronically Controlled
Horsepower: (@ 3,400 rpm): 195 hp (145 kW)
Torgue: {@ 1,800 rpm): 430 lb.ft. {583 Nm)
Governor Type: Electronic
Displacement: 396 cu. in. {6.5L)
Bore and Stroke; 4,08 x 3.82 in. {20.321 x 9,70 cm)
Compression Ratio; 21,5:1
Maximum Speed: 83 mph (234 kph)
Typical Accel,; {0.to 60 mph} 18.0 sec.
Fording Depth: 30 In. (76.2 cm)

25 gal, {95L). Plus 17 gal, (64L) reserve
4LB0O-E 4-speed automatic

Gear Ratios: ist-2.48:1, 2nd - 1.48:1, 3rd - 1.00:1, 4th - 0.75:1, Reverse - 2,08:1, Toerque Converter Ratio - 2.2:1
Transfer Case: New Venture Gear Model 242, Gear Ratlos - Low 2.72:1, High 1:1

Axles: Hypeld with a ratio of 2.73:1. Continuous torque rating ks 1,281 Ib.ft, AM General Design

Geared Hubs: Gear@atio -1,92:1, AM General Design

Frame: Steel Box section with 5 crossmembers

Electrical; 12 Volt 124 Amp - Alternatar

Steering: Power assisted with a variable ratio of 13/16:1

Ditferential: Zexel Tarsen® Torque Biasing Differential

Brakes: Hydraullc actuated, fourwheel inboard mounted power disc brakes with dual reservoir master cylinder.

Rotors are 10,5 in. (266 mmy) [12.0 In. {304 mm} with 12,100 GYWR] in clameter with an etfective

area of 17.4 sq. In. (112 cm?) each

Parking brake manually activates rear service brakes v
Suspenslon: Independent double Aframe with cpen-end coll springs and hydraulic sheck absorbess
Tires:; 37 x 12.50R-15.5 LT load range “D" Goodyear Wrangler MT radial with optional peadlock

STrANDARD EQUHIPMENT

= 4-5peed Automatic =124 Amip Alternator
Transmission = Flow-Throtzgh Ventilation
= 4 Wheel Power = Full Time 4WD System

Disc Brakes
= Auxiliary Fuel Tank

= Power Steering
= High-Back Bucket Seats

= Tachometer * 3Point Seat Belis
= MT Tread Tires = Padded Interior
= Utility Lighting Package = Power Door Locks

* Heat and Sound Insulation =« AM/FM Stereo w/Cassetite

* Halogen Headlights * Geared Hubs

* Aluminum Body * EZKool® Glass

* Tonneau Cover * Sliding Rear Window
(4-Passenger Models} {2-Door and 4-Door Models)

OrTiIoNAL EQUIPMENT
s Central Tire Inflation System  » Rear Window Defroster
= Air Conditioning| (2-Door and 4-Door Models)
= Trailer Towing System = Deluxe Radio
= Driveline Protection = CD Player/Changer
» Runflat Tires * Brush Guard
» Detroit Locker® = Rocker Panel Protection
Differential (rear) « Spare Tire Carrler
» Black Vinyl Seats = Canvas Cargo Extension
*10,800 b, GVW * 12,000 Ib. Winch
* 12,100 b, GVW = Power Windowst
* Roof-Mounted Luggage Rack* = BodyColored Wheels
» Remote Keyless Entry! « Highway Touring Tires
{Power Windows Required) * Carpeted Floor Mats*
+ 195-Amp Alternator *\ehicle Recovery Strap*
* Power Mirrors
OPTIONAL SUSPENSION / GYW
12,100 Ib. and 10,800 |b. GVW suspension packages are designed spedifically for
carrying sub jal payloads in operatien. The cptional turbo
diesel engloe is recommended for operation at these higher payloads.

*Dealer Installed TiIncluded in curb weight.

Red, Black, Green Metallic,
Burgundy Metallic, Sllver Metallic,
White, Bright White, Fly Yellow

527 Bed Wdth
On A Models

MNeotes: 1) The above data applies to models withott winch and epticnal accessorles. Madels with winch are Impacted as follows: Payload: Reduce by 137 Ibs.; Curb Welght: Increase by 137 Ibs.; Length: Inersase by 6 in. 2) Payload Includes passen
gers, optional equipment, and trailer tongue weight. 3) Gross Combination Weight {GCW) of vehlcle and traller cannct exceed 14,800 Ibs. for highway use only. A weightcarrying hitch gives your vehicle the capabliity to tow a maximum weight of 7,500 Ibs.
{3,401 kgs.). A weight distributing hitch with spring bars ghves your vehlcla the capability to tow a maximurn weight of up to 8,510 Ibs. (3,859 kgs.). These are not necessarily welghts the vehicle will tow at sustained highway speeds or varying altitudes.
NOTE: The maximum alicwable welght your vehicle can tow off+cad, no matter what type of hitch Is belng used, is 7,500 ibs. (3,401 kgs.). 4) Optional, for emergency use cnly, a “get homa” capability which will cause tire damage,

Consult your local HUMMER dealer for avaitability of accesseries and current specifications. Al specifications are based on latest Information available at time of printing. Pictured vehicles may vary from actual production models.

reserves the right 1o change pices, colors,

at any time and without pelor notlce, Detalls and spacifications may vary

to focal

and

Some models may not be avallable at all

times in all markets. See dealer for 3year/36,000-mile warranty detalls. Copyright AM General. 1997, Hummer and HUMVEE are reglstered trademarks of AM General Corporation.

For the dealer nearest you, please call: 1-219-284-2956 (Inside U.S. and Canada) or 219-284-2866 (Outside the U.S. and Canada).




